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Description
Cover DH-25R
Pig Ring
Screw-#8-18x 1-1/2 Stallgrd (2 .ea)
Screw-#8-18x3/4 Stallgrd (2 .ea)
Motor Assembly - DeckHand- Includes 6-13

Shrink Tube 1/4x1-3/4 (2 .ea)
Gear
Washer - Nylatron (2 .ea)
Washer - Steel
Cover- Housing
Gasket
Screw - 10-32x.375 (4.ea)
Retaining Ring

Screw-#10-32x1/2 (3 .ea)
Washer- Lock Star #10 Ext Tooth  3.ea) 
Spool includes 60' rope
Bearing-Spool
E-Ring 3/8 Dia Shaft
Base- Mounting E-Coat
Switch-Momentary Anchor
Screw-#4-40x3/4 PPH (2 .ea)
Nut-Con/Mom Swt Anchor (2 .ea)
Spring-Anchor
Grommet-Anchor Cover Short (2 .ea)
Grommet-Anchor Cover Long (2 .ea)
Wire- Routing Clip (2 .ea)
Bag Assembly (includes 26-30)

Bolt- Mounting 3500 w/stallgd (4 .ea)
Mounting Washer-Rubber (6 .ea)
Washer 5/16 STD SS (4 .ea)
Nut 5/16 (4 .ea)

Screw, #8
Switch-Control Anchor
Switch Housing (DH- 25R)
Switch Plate
Screw-Switch Plate 6-20x1/2 (3 .ea)
Control Wire (DH-25R)
Leadwire (DH- 25R)
Rope Guide
Spring-Rope Guide
Washer- Eye Shaft (2 .ea)
Cotter Pin 3/32x3/4 (2 .ea)
Circuit Breaker
Tubing- Heat Shrink
Connecting Cable 14ga
Davit Assembly

Large Roller Assembly
Small Roller Assembly
Sleeve Roller Assembly
Safety Chain Assembly

Anchor Shackle
Safety Pin Assembly
Mounting Bolts and Nuts (4 each) 

Item Part
1 237-0209
2 230-3005
3 237-2121
4 237-2111
n 237-7803
6 237-5400
8 350-154
9 990-077
10 990-075
11 410-015
11a 337-015
12 830-036
13 788-030
14 222-3455
14a 226-1718
15 237-7900
16 237-0000
17 226-3010
18 237-1900
19 237-4010
20 237-2130
21 237-3100
22 237-2700
23 237-2900
24 237-2910
25 237-6300
n 299-4803
26 215-3501
27 230-1720
29 215-1726
30 215-3100
34 237-2100
39 237-4000
40 237-6500
41 237-6510
42 237-2150
43 237-0700
44 237-0602
45 237-1610
46 237-2710
47 215-1700
48 237-2615
49 237-8204
50 237-2031
52 237-1412
53 299-8411
54 299-2312
55 299-2306
56 299-1503
57 237-0820
57a 237-0806
58 299-2620
59 277-4805
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INSTALLATION DE L’INTERRUPTEUR

L’assemblage d’interrupteur de commande (39) de votre guindeau est équipé d’un
câble de commande de 5,5 m (18 pi), en permettant le montage pratique presque par-
tout sur le bateau.
1. Choisissez un emplacement de montage pour l’interrupteur de commande. Si

l’acheminement du câble ou le montage de l’interrupteur de commande deman-
de le débranchement des fils de l’intérieur du boîtier d’interrupteur (40), prenez
particulièrement soins de façon à garantir que son remontage correct sera obte-
nu - reportez-vous au schéma de câblage sur la page 11.

2. Fixez fermement l’assemblage de boîtier d’interrupteur au moyen des deux vis
(34) fournies.
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Switch housing
Boîtier de
l'interrupteur

Switch -center in “OFF” position before battery hook-up
Mettez l'interrupteur en position « OFF » avant de le brancher à la batterie.

SWITCH INSTALLATION 

Your DeckHand control switch assembly (39) is equipped with an eighteen foot control wire,
allowing convenient mounting almost anywhere in the boat.
1. Select a control switch mounting location. If wire routing or control switch mounting requires

disconnecting of wires within switch housing (40), take special care to insure that proper
reassembly is achieved- refer to wire diagram on page 11.

2. Securely attach switch housing assembly with the two screws (34) provided.



BATTERY CONNECTIONS

1. Center control switch in
"Off” position.
2. Connect DeckHand lead-
wire to 12V battery. If addition-
al leadwire length is needed,
use a minimum of 10 gauge
wire. Connect red (+) to posi-
tive (+) battery terminal. Black
(-) to negative (-) battery termi-
nal.

CONNEXIONS DE LA BATTERIE

1. Centrez l’interrupteur de
commande en position d’arrêt
« OFF ». 
2. Raccordez le câble principal
du guindeau à la batterie de
12 V. Si la longueur du câble
n’est pas suffisante, utilisez du
fil d’un calibre 10 au minimum
pour le rallonger. Raccordez le
rouge (+) à la borne positive
(+) de la batterie. Connectez le
noir (-) à la borne négative (-)
de la batterie.
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CIRCUIT BREAKER

MOM/CON SWITCH

CONTROL SWITCH
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BLACK

BLACK

RED

 CONNECTING WIRE-RED

BLACK LEAD 

RED LEAD

BOTTOM 
VIEW (UP)(DOWN)

JUMPER WIRE - RED

BLACK

BLACK

TO BATTERY 
NEGATIVE -

TO BATTERY 
POSITIVE +

GEAR MOTOR

CAUTION:
• Improper polarity hook-up of bat-
tery leadwire could cause severe
damage to gear motor.
• The DeckHand is provided with a
sealed control switch and circuit
breaker. Substituting switches or
installing multiple switches other
than those provided will void man-
ufacturers warranty.

PRÉCAUTION :
• Inverser la polarité du câble prin-
cipal pourrait causer de graves
dégâts au moteur à engrenages.
• Le guindeau est fourni accompa-
gné d’un interrupteur de com-
mande scellé et d’un disjoncteur.
Substituer les interrupteurs ou
installer plusieurs interrupteurs
autres que ceux fournis annulera la
garantie du fabricant.

INTERRUPTEUR MOM/CON

MOTEUR

NOIR

ROUGE

ROUGE

FIL DE LIAISON - ROUGE

FIL DE LIAISON - ROUGE

FIL NOIR

NOIR
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BORNE NEGATIVE
DE LA BATTERIE

BORNE 
POSITIVE 
DE LA 
BATTERIE

COMMANDE

COUPE-CIRCUIT

VUE DE
DESSOUS

DESCENTE MONTEE
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