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2260900 HANDLE-SOFT GRIP, L&D
2261728 WASHER-RETAINING 3/8”
2053415 SCREW #8-32 X 3/8” TRI [2 EA.]
2261732 WASHER #8, NYLON [2 EA.]
2992012 TUBE W/BEARING RACE ASSEMBLY 21”
2272069 TUBE OUTER-21” 4 HOLES
2266260 BEARING RACE
2266220 BEARING RACE-STEEL
2266000 BEARING BALL-STEEL [2.EA]
2266115 BEARING CONE
2261622 COLLAR HALF-ALUMINUM- [2.EA]
2263453 SCREW-1/4X20 X 1” SHCS SS [2. A]
2260286 COVER-CTR BOX EDGE/FC BLK 
2372100 SCREW-8-18 X 5/8 THD [4.EA]
2265669 DECAL-COVER EDGE 65/FC
2260150 POINTER DISC TRNSLCNT RED
2265800 DECAL-INDICATOR
2053414 SCREW-8-32 X 1/2 TRI LOBE [3. EA]
2267800 GEAR-INDICATOR
2301310 SCREW-8-18 X 1/2 SS
2375400 SHRINK TUBE-1/4OD X 1-3/4 [2. EA]
2355410 SHRINK TUBE-3/8 OD X 2 [2. EA]
2232360 PULLEY-CABLE DRUM
2261730 WASHER-NYLON A/T 
2996246 BEARING RACE/ PINION ASSEMBLY
2263410 SCREW-8-32 X 5/16 ZN PL [2.EA]
2790002 FOOT PEDAL/PLUG ASSEMBLY  AT
2263702 PUSH-BUTTON FOOT PEDAL W/MAGNET
2302732 SPRING-LOWER PEDAL SS
2264040 SWITCH MOMENTARY
2262114 SCREW-MOUNTING/SWITCH [2.EA]
2233100 NUT-SWITCH MOUNT [2.EA]
2264026 SWITCH-S SPEED 
2261701 LOCKWASHER-STAR
2263105 NUT-HEX
2261715 SPACER-SWITCH 5 SP MODELS
2260170 KNOB-SPEED CONTROL 5SPD
2263000 E-RING TRU-ARC
2260730 CONNECTOR 1/4 MALE TAB 
2332103 SCREW-6-20 X 3/8 
2266413 TENSION SCREW PLATE FT PEDL
2260511 PIN-PIVOT A/T FT PDL 
2992104 FT PEDAL BASE/PIN ASSEMBLY SONAR
2262301 PULLEY- FOOT PEDAL
2266401 COVER-PULLEY STAMPING
2223430 SCREW-#8X 3/4 PPH TYPE 25 SS [4.EA]
2254031 SWITCH-MOM/OFF/COM
2266412 SWITCH PLATE, FT PEDAL
2332103 SCREW-6-20 X 3/8 THD [2.EA]
2261208 WIRE HARNESS, A/T FT. PED
2267505 CABLE ASSEMBLY-RIGHT 5’
2267515 CABLE ASSEMBLY-LEFT 5’
2265430 CABLE JACKET 5’
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2265110 BOOT-CONTROL BOX
2265115 BOOT-FOOT PEDAL BASE
2372100 SCREW-8-18 X 5/8 THD [2.EA]
2261714 WASHER-MAXXUM FT PDL [2.EA]
2261901 BRACKET-CONDUIT AT/MAX
2223430 SCREW-8-18 X 3/4” [4.EA]
2263210 BRACKET- CONDUIT ADJUSTMENT
2262720 SPRING-CONDUIT ADJUSTMENT
2263466 SCREW-1/4-20 X 2 STL PPH
2261235 LEADWIRE-BATTERY
2020700 TERMINAL RING, 3/8” [2.EA]
2256300 TIE WRAP-5.5” BLACK
2263201 CLAMP WIRE HARNESS MICRO
2332103 SCREW-6-20 X 3/8 THD
2260301 CONNECTING WIRE -SWITCH
2260312 WIRE,BLK W/WHT- 19 1/2
2260322 WIRE,BLK W/BLUE -12"
2263205 LEADWIRE CLAMP
9953104 SCREW-8 X 1/2” SS 
2262535 CONTROL BOX-PLASTIC
2267800 GEAR-INDICATOR [2.EA]
2262220 INDICATOR-DRIVE
2261905 BRACKET/INDICATOR
2372100 SCREW-8-18 X 5/8 (SS)
2994838 BAG ASSEMBLY
2263462 SCREW 1/4-20X2 SS [6.EA]
2261713 WASHER-1/4 FLAT 18-18 [6.EA]
2263103 NUT- 1/4-20 NYLOC-JAM [6.EA]
2262310 GUIDE ROPE
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** Seal & Oring Kit P/N 2888460  * THIS ITEM IS PART OF AN ASSEMBLY. THIS ITEM CANNOT BE SOLD SEPARATELY DUE TO MACHINING AND /OR ASSEMBLY THAT IS REQUIRED. P/N 2274980    REV. A  8-05

2-100-119 ARM ASSEMBLY 24V 3.625
788-015 RETAINING RING
2-200-005 HOUSING  ASSEMBLY CENTER  3.625 TXT
2-300-042 HOUSING-ASSEMBLY BRUSH END 3.625 SP.CO
2-400-101 PLAIN END HOUSING  ASSEMBLY
144-049 BEARING- FLANGE [SERVICE ONLY]
880-003 **SEAL
880-006 **SEAL WITH SHIELD
140-010 BEARING -BALL
188-036 BRUSH ASSEMBLY [2.EA ]
738-036 BRUSH PLATE W/HOLDER 3.625
975-040 SPRING- TORSION [2.EA]
701-008 **O-RING [2. EA]
337-036 **GASKET
701-081 **O-RING
830-007 SCREW-  SELF-THREAD 8-32X1.7 [2.EA ]
830-008 THRU BOLT 10-32 X 9.205 [2.EA]
990-067 WASHER- STEEL THRUST
990-070 WASHER- NYLATRON [2.EA]
2096035 MTR ASSEMBLY 24V 3.625  5SPD 45”
2032061 TUBE (COMP)W/CSK HOLE 45”
1378131 PROPELLER KIT 
2091160 PROPELLER W/WEDGE 2
2151726 WASHER- 5/16 SS
2053101 NUT-PROP NYLOC
2092600 PIN-DRIVE SS
2266502 BOWPLATE, FW, STD, 45”
2263905 MOTOR REST, BLK.
2303430 SCREW 1/4-20 X 5/8 [6 EA.]
2265667 MOTOR REST DECAL, FW [2 EA.]
2991704 BOWMOUNT FW ASSEMBLY, STD.
2264341 LOWER ARM, FW, STD.
2266002 NYLINER 3/8” SHAFT [4 EA.]
2260503 PIVOT PIN [3 EA.]
2150400 PULL-GRIP 
2151700 WASHER-EYE SHAFT .562 OD 
2993811 LATCH STRAP ASSEMBLY, STD, 45”
2263605 LATCH STRAP, STD, 45”
2261902 BRACKET-LATCH [2 EA.]
2268602 RIVET 1/8” SS [4 EA.]
2262709 SPRING-LATCH PIN
2260501 LATCH PIN [2 EA.]
2261544 YOKE-TUBE
2264262 ARM-UPPER, FW, STD, 45”
2263510 BOLT-SHOULDER, SS [2 EA.]
2251601 ROPE- 44.5” (45” MODEL)
2263805 VELCRO STRAP
2267302 BUSHING-LOWER 7/16” ID, SS
2267303 BUSHING-UPPER 3/8” ID, SS
2263505 BOLT 3/8-16 X 4.25”
2263114 NUT-NYLOCK JAM 3/8-16
2261872 HINGE BASE, FW
2261877 HINGE DOOR, FW
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CAUTION:
MAKE SURE

YOUR MOTOR IS
MOUNTED ON A

LEVEL SUR-
FACE. 

ATTENTION :
S’ASSURER QUE
VOTRE MOTEUR
EST MONTÉ SUR
UNE SURFACE

NIVELÉE.  
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Position the Bowmount close to the centerline of the boat and in
an area free of obstructions.

Positionner le montant de proue le plus près possible de l’axe du
bateau et dans une zone sans obstacles.

BOW MOUNT OPERATION: 
The bowmount is designed to fold back and lock the motor flat on the deck when not in use and to provide secure stowage for trans-
port.

• The pull rope releases the lock bar, which automatically engages when the unit is lowered or raised into position. The pull grip and rope
should be used to both lower and raise the unit.

• The motor rest positions the lower unit as it comes in contact with the nose of the mount and guides it onto the motor rest.
• The tube lock captures the shaft and secures the motor for transport.
• For additional hold down force during transport, slide the rope handle over the tube lock, until    handle locks into place.
• The velcro strap must be used to place pressure on the tube to hold the motor tightly against the motor rest when in stowed (flat) posi-

tion.

FONCTIONNEMENT DU MONTANT DE PROUE : 
Le montant de proue est conçu pour se replier, bloquer le moteur à plat sur le pont quand il n’est pas utilisé et l’arrimer fermement pour
le transport.

• La corde de la tirette relâche la barre de blocage, laquelle s’engage automatiquement quand l’unité est abaissée ou relevée en posi-
tion. La poignée et la corde de la tirette devraient être utilisées pour abaisser et relever l’unité.

• Le repos du moteur positionne l’unité inférieure à mesure qu’elle entre en contact avec le nez du montant et la guide sur le repos du
moteur.

• Leverrou du tube capture l’arbre et arrime le moteur pour le transport.
• Pour plus de force de maintien pendant le transport, glissez la poignée de la corde sur le verrou du tube jusqu’à ce que la poignée se

bloque en place.
• La bande velcro doit être utilisée pour faire pression sur le tube afin de tenir le moteur fermement contre le repos du moteur en posi-

tion arrimée (à plat).

WARNING : WHEN RAISING OR LOWERING MOTOR, KEEP FINGERS CLEAR OF ALL
HINGE AND PIVOT POINTS AND ALL MOVING PARTS.

ATTENTION : LORS DE L’ABAISSEMENT OU DU RELEVAGE DU MOTEUR, GARDER LES
DOIGTS ÉLOIGNÉS DES CHARNIÈRES, DES POINTS DE PINCEMENT ET DES PIÈCES EN

MOUVEMENT.
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MOTEUR
MOT0R BATTERY 1

BATTERIE 1

BATTERY 1
BATTERIE 1

BATTERY 2
BATTERIE 2

INTERRUPTEUR 
MOM/HC/CON

MOM/OFF/CON
SWITCH

BLACK/BLUE
NOIR/BLEU

RED+
ROUGE+

YELLOW
JAUNE

WHITE
BLANC

BLACK-
NOIR-

FIVE SPEED SWITCH
FIVE SPEED SWITCH

RED+
ROUGE+

BLACK-
NOIR- RED+

ROUGE+

PLAQUETTE
DE CONNEXIONS

TERMINAL BLOCK

INTERRUPTEUR MOMENTAÉ
MOMENTARY SWITCH

BLACK/WHITE
NOIR/BLANC

12v

24v

sleesch
 Edge 65 is 24-volts!




