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* This item is part of an assembly. This item cannot be sold separately due to machining and /or assembly that is required. p/n 2274991     Rev. F   ECN 32764   11-10

In the U.S.A., replacement parts may be ordered directly from MINN KOTA Parts Dept.,  121 Power Drive, Mankato, Minnesota 56001. In Canada, parts may be ordered from any of the Canadian Authorized Service Centers shown on
the enclosed list. Be sure to provide the MODEL and SERIAL numbers of your motor when ordering parts. Please use the correct part numbers from the parts list. Payment for any parts ordered from the MINN KOTA parts department,
may be by cash, personal check, Discover Card, MasterCard or VISA. To order, call 1-800-227-6433 or FAX 1-800-527-4464.

2-100-121 ARMATURE ASSEMBLY 12V 3.625 
140-010 BEARING-BALL
788-015 RETAINING RING
2-200-101 CENTER HOUSING ASSEMBLY
2-300-199 BRUSH END HOUSING ASSEMBLY SPDCO 
2-400-101 PLAIN END HOUSING ASSEMBLY
144-049 BEARING- FLANGE   SERVICE ONLY
880-003 SEAL
880-006 SEAL-W/SHIELD
188-036 BRUSH ASSEMBLY [2.EA]
725-035 TUBE- BRUSH RETENTION 
738-036 BRUSH PLATE WITH HOLDER
975-040 SPRING- TORSION [2.EA]
337-036 GASKET
701-008 O-RING THRU BOLT [2.EA]
701-081 O-RING
830-007 #8-32 SCREW  [2.EA]
830-042 THRU BOLT 10-32X8.83 [2.EA]
990-067 WASHER- STEEL THRUST
990-070 WASHER-NYLATRON [2.EA]
2097099 MOTOR ASSEMBLY 12V F/W 3.625 5SPCO
2032068 TUBE- COMPOSITE-52"
1378131 PROPELLER KIT
2091160 PROPELLER- W/WEDGE 2 
2151726 WASHER- 5/16 SS
2053101 NUT-PROP NYLOC 
2092600 PIN-DRIVE   
2991715 PONTOON BRACKET ASSEMBLY
2261915 BRACKET, LEFT
2261916 BRACKET, RIGHT
2265689 DECAL, MINNKOTA [2 EA.]
2261727 BRACKET SPACER [2 EA.]
2263511 BOLT 3/8-16 X 4.0” [2 EA.]
2263114 NUT-NYLOCK JAM 3/8-16 [2 EA.]

2991829 HINGE-DOOR-KNOB ASSEMBLY
2261537 HINGE-DOOR SLEEVE [2 EA.]
2260905 KNOB-SOFT GRIP, L&D
2261728 WASHER-RETAINING 3/8”
2053415 SCREW #8-32 X 3/8” TRI [2 EA.]
2261732 WASHER #8, NYLON [2 EA.]
2264703 INSERT-THREADED
2060285 COVER-CONTROL BOX  
2265677 DECAL-COVER EDGE 55/H 
2302743 SPRING-DETENT HANDLE-TILT
2303412 SCREW-6-20 X 5/8 SELF TAP [6.EA] 
2033400 SCREW-10-24 X 1-3/4]
2013110 NUT-10-24 HEX (ZCP)
2011365 SCREW-COLLAR/NEW KNOB
2031520 COLLAR-DEPTH W/O INSERT
2062551 CONTROL BOX PLAS W/HAND 
2064028 SWITCH-FWD/REV 5SP
2990912 HANDLE ASSEMBLY-W/U-JOINT 5SP
2302742 SPRING-DETENT OFF  
2302745 SPRING-RELEASE BUTTON 
2303720 RELEASE BUTTON-HANDLE    
2060408 HANDLE-  TOP HALF
2060415 HANDLE-  LOWER HALF       
2303412 SCREW-6-20 X 5/8 SELF TAP [5.EA ]
2060005 BEARING-HANDLE PIVOT [2.EA ]
2090650 LEADWIRE -10 GA RINGS  
2020700 TERMINAL RING, 3/8’ [2.EA ]
2994838 BAG ASSEMBLY-BOLTS NUTS WASHERS
2263462 SCREW 1/4-20X2 SS [6.EA]
2261713 WASHER-1/4 FLAT 18-18 [6.EA]
2263103 NUT- 1/4-20 NYLOC-JAM [6.EA]

2888460 SEAL & ORING KIT
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12v

24v

THIS IS AUNIVERSALMULTI-VOLTAGE DIAGRAM. DOUBLE CHECK YOUR MOTORS VOLTAGE FOR PROPER CONNECTIONS
CECI EST UN SCHÉMAÀ TENSION MULTIPLE UNIVERSEL. REVÉRIFIEZ LATENSION DE VOTRE MOTEUR POUR BIEN LE BRANCHER.

INFORMATIONS DE BATTERIE :
Les moteur fonctionnent avec toute batterie marine cycle profond de 12 V. Pour de meilleurs résultats, utilis-

er une batterie deep cycle ou toute autre batterie de 115 A/ht. En général, sur l'eau, un moteur de 12 V
consomme 1 A/h par livre de poussée produite par le moteur à haut régime. Un moteur de 24 V consomme
0,75 A/h. La consommation d'ampères dépend aussi des conditions d'utilisation. Veiller à ce que la bat-
terie soit toujours chargée à fond. Un entretien correct permet de garder toute la puissance de la batterie
et augmente sa durée de vie. La durée de vie d'une batterie qui n'est pas régulièrement rechargée (dans
les 12-24 heures) est généralement réduite. Utiliser un chargeur à régime variable pour éviter de sur-
charger la batterie.

En cas d'utilisation d'une batterie pour mettre en marche un moteur hors bord à essence, il est préférable de
prévoir une ou deux batteries marines Deep Cycle séparées pour le moteur de pêche Minn Kota.

Conseil quant à batteries :
Ne communiquez jamais le (+) et (-) les terminus de la batterie ensemble. Faites attention qu'aucun

objet en métal ne puisse tomber sur la batterie et court les terminus. Cela causerait immédiatement
un danger de feu court et suprême.

Recommandation : Utilisez des boîtes de batterie et des attaches de terminus de batterie couvertes comme
Minn Kota le complice *MK-BC-1.

BATTERY INFORMATION:
The motor will operate with any deep cycle marine 12 volt battery/batteries. For best results use a deep cycle,

marine battery with at least a 115 ampere hour rating. As a general on the water estimate, your 12 volt
motor will draw one ampere per hour and your 24 volt motor will draw .75 ampere per hour for each pound
of thrust produced when the motor is running on high. The actual ampere draw is subject to your particu-
lar environmental conditions and operation requirements. Maintain battery at full charge. Proper care will
ensure having battery power when you need it, and will significantly improve the battery life. Failure to
recharge lead-acid batteries (within 12-24 hours) is the leading cause of premature battery failure. Use a
variable rate charger to avoid overcharging.

If you are using a crank battery to start a gasoline outboard, we recommend that you use a separate deep
cycle marine battery/batteries for your Minn Kota trolling motor.

Advice regarding batteries:
Never connect the (+) and the (–) terminals of the battery together. Take care that no metal object can
fall onto the battery and short the terminals. This would immediately lead to a short and utmost fire
danger.
Recommendation: Use battery boxes and covered battery terminal clamps like Minn Kota accessory #MK-
BC-1.

                 Ponton 55 is 12-volt only!  




